This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and

Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including

historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to

carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources. These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2. The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.
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